
WALL

SUBSTRATE

INSULATION

COVERBOARD 

NOTES:
1.

INTERPLY REQUIRED FOR  20 YEAR SYSTEMS WARRANTY

SHEET METAL COUNTERFLASHING
3" (76.2 mm) MIN. FACE

APPROPRIATE FASTENER
12" (304.8 mm) O.C. MAX.

CONTINUOUS BEAD OF HIGH GRADE SEALANT

PARAPET WITH NAILABLE SUBSTRATES MUST
HAVE A  BASE SHEET ATTACHED:

LAPS 9" (228.6mm) O.C.
TOPS 8" (203mm) O.C.

FIELD 1 PER 1 S.F. (11 SQ. M.)

2.

3.

THIS DETAIL SHOULD BE USED ONLY WHERE THE DECK

4.

IS SUPPORTED BY THE OUTSIDE WALL.

5.

ALL PLIES ARE TO BE FULLY ADHERED TO THE BASE
SHEET.
ALL SHEET METAL TO BE INSTALLED PER SMACNA

6.

GUIDELINES

IF FLASHING MUST EXTEND ABOVE 24" (609.6mm)
IN HEIGHT, FLASHING SHEETS MUST BE INSTALLED
PARALLEL TO PARAPET HEIGHT AND MUST BE ATTACHED
AT THE TOP ON 8" (203 mm) ON CENTERS

7.

GRANULES MUST BE EMBEDDED WHEN LAPPING
TORCH APPLIED GRANULE SURFACED CAP SHEET.
FLASHING LAPS MUST BE OFFSET FROM FIELD LAPS
A MINIMUM OF 12" (304.8mm)

MODIFIED BITUMEN GRANULE SURFACED CAP SHEET
3" (76.2 mm) MIN.

BASE AND INTERPLY SHEETS AS
REQUIRED FOR 20 YR. WARRANTY

MODIFIED BITUMEN GRANULE
SURFACED CAP SHEET

3" (76.2 mm) MIN.

MAXIMUM PARAPET HEIGHT FOR THIS DETAIL IS 36" 
(905 mm).

FASTEN APPROX. 8" (203.2mm) O.C.

SURFACE MOUNTED COUNTER-FLASHING FOR CONCRETE WALL

INSULATION
COVERBOARD 

 INSULATION

 INSULATION
COVERBOARD

 INSULATION

NOTES:
1.

2.

ALL SHEET METAL TO BE INSTALLED PER
SMACNA GUIDELINES.

3.

GRANULES MUST BE EMBEDDED WHEN
USING TORCH APPLIED GRANULE SURFACED 
CAP SHEETS PRIOR TO COMPLETING SIDE
LAPS, END LAPS, AND BASE FLASHING LAPS.
ATTACH NAILER TO DECK WITH SUITABLE FASTENER.

BASE AND INTERPLY SHEETS AS
REQUIRED FOR 20 YR. WARRANTY

MODIFIED BITUMEN GRANULE

INTERPLY SHEETS
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3" (76.2 mm) MIN.
3" (76.2 mm) MIN.

GASKET

SET BOLT IN SEALANT

SHEET METAL COVER

SUBSTRATE

HIGH-DOMED, CAPPED, GASKETED
FASTENERS AS REQUIRED

SURFACED CAP SHEET

MODIFIED BITUMEN GRANULE
SURFACED CAP SHEET

FASTEN APPROX. 8" (203.2mm) O.C.

EQUIPMENT SUPPORT CURB

WD NAILER FIRE RATED-PRESSURE TREATED.

SUBSTRATE

 INSULATION

COVERBOARD 

NOTES:

2" (50.8mm) MIN.

WOOD SLEEPER FIRE RATED-PRESSURE TREATED
SPACED FOR LOAD NOT TO EXCEED 16 P.S.I. 

1. DO NOT INSTALL WOOD SLEEPER OVER
BATTEN STRIPS, FASTENER HEADS, METAL
PLATES OR FIELD SEAMS.

BASE AND INTERPLY SHEETS
AS REQUIRED FOR DESIRED
20 YEAR WARRANTY

MODIFIED BITUMEN GRANULE
SURFACED CAP SHEET

MODIFIED BITUMEN GRANULE SURFACED
CAP SHEET PROTECTION LAYER
ADHERED IN MULTI-PURPOSE MB FLASHING
CEMENT OR HEAT WELDED

SLEEPER DETAIL

2 INSTALL WOOD SLEEPER OVER BED OF MASTIC.

PENETRATION

SUBSTRATE

 INSULATION

COVERBOARD 

INTERPLY FOR  20 YEAR SYSTEMS WARRANTY

SUBSTRATE

 INSULATION

COVERBOARD 

6" (152.4 mm) MIN.
3" (76.2 mm) MIN.

3" (76.2 mm) MIN.
MULTI-PURPOSE MB FLASHING CEMENT

LEAD OR COPPER PIPE FLASHING

TOP OF FLANGE CAPPED OR ROLLED
INTO PIPE APPROXIMATELY 1" (25.4mm)

BASE AND INTERPLY SHEETS AS
REQUIRED FOR DESIRED WARRANTY

GRANULE SURFACED MODIFIED
BITUMEN CAP SHEET

GRANULE SURFACED MODIFIED BITUMEN CAP SHEET

6" (152.4mm) MINIMUM FLANGE SET IN MULTI-
PURPOSE MB FLASHING CEMENT OVER FIELD PLIES.

(PRIME FLANGE BEFORE STRIPPING)

PLUMBING VENT DETAIL

INSULATION

SUBSTRATE
WALL

COVERBOARD 

3" (76.2 mm) MIN.

CONTINUOUS CLEAT
FASTEN 6"(152.4mm) O.C.

FASTENERS AT APPROX. 3"
(76.2mm) O.C. STAGGERED

BASE AND INTERPLY SHEETS AS
REQUIRED FOR DESIRED WARRANTY

ROOF EDGE

THE FIRST CAP SHEET MUST
RUN PARALLEL TO ROOF EDGE

ROOF EDGEFIGURE 1

3" (76.2 mm) MIN.SHEET METAL "GRAVEL-STOP" SET IN
 MULTI-PURPOSE MB FLASHING

CEMENT; PRIME FLANGE BEFORE STRIPPING

NOTES:
1.

2.

WD NAILER FIRE RATED-PRESSURE TREATED INSTALLED TO MEET
APPLICABLE BUILDING CODES OR 200 LBS PER
LINEAR FOOT MINIMUM IN ANY GIVEN DIRECTION.

3.
ATTACH WOOD NAILERS WITH SUITABLE FASTENERS

4.

THIS DETAIL SHOULD BE USED ONLY WHERE THE
DECK IS SUPPORTED BY THE OUTSIDE WALL.
ALL SHEET METAL IS TO BE INSTALLED 
PER SMACNA GUIDELINES.

MODIFIED BITUMEN GRANULE SURFACED
CAP SHEET

1"  MIN.

GRAVEL-STOP EDGE USING FIELD SHEET FLASHING

1"  MIN.

SUBSTRATE

 INSULATION

 INSULATION

COVERBOARD

NOTES:
1.

2.

ATTACH NAILER TO DECK WITH SUITABLE FASTENER.

ALL SHEET METAL TO BE INSTALLED PER SMACNA

3.
GUIDELINES
GRANULES MUST BE EMBEDDED WHEN USING TORCH
APPLIED GRANULE SURFACED CAP SHEETS PRIOR
TO COMPLETING SIDE LAPS, END LAPS, AND BASE
FLASHING LAPS.

BASE AND INTERPLY SHEETS 
MODIFIED BITUMEN CAP SHEET

3" (76.2 mm) MIN. 3" (76.2 mm) MIN.

INTERPLY REQUIRED FOR 20 YEAR SYSTEMS
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SKYLIGHT, ROOF HATCH,
OR SMOKE VENT

HIGH-DOMED, CAPPED, GASKETED
FASTENERS AS REQUIRED

MODIFIED BITUMEN GRANULE
SURFACED CAP SHEET

FASTEN APPROX. 8" (203 mm) O.C.

ROOF HATCH DETAIL

WD. NAILER FIRE RATED-PRESSURE TREATED.

TAPERED EDGE  INSULATION

COVERBOARD 

SUBSTRATE

NOTES:
1.

STRAINER BASKET COMPRESSION RING

BASE AND INTERPLY
SHEETS AS REQUIRED

INTERPLY SHEETS

MULTI-PURPOSE MB FLASHING CEMENT

30" (762mm) SQUARE MINIMUM, 2 1/2 LB.
TO 4LB. (12.2 TO 19.5KG/M.) LEAD OR COPPER
FLASHING SET ON THE BASE PLY IN 
MULTI-PURPOSE MB FLASHING CEMENT.  
(PRIME TOP SURFACE BEFORE STRIPPING.)

12" (304.8mm)
1" (25.4mm)

MAX

1/2" (12.7mm) MIN.
SEE NOTES

2.

WHEN DRAIN SUMP EXCEEDS 1:12 DRAIN INSERT 
IS RECOMMENDED.

MODIFIED BITUMEN GRANULE
SURFACED CAP SHEET

A. IF FIELD SEAM IS WITHIN 9" (228.6 MM) OF DRAIN
COMPRESSION RING, A SMOOTH

MODIFIED BITUMEN TARGET PATCH

IS REQIURED

THE MEMBRANE SHOULD EXTEND A MINIMUM OF 1/2" 
(12.7 MM) BEYOND THE CLAMPING RING AND SHOULD
NOT BE SMALLER THAN THE DIAMETER OF THE  
LEADER PIPE.  

B. FIELD SHEET LAPS CAN NOT GO INTO

 A DRAIN RING

C. NO SEAM CAN BE WITHIN 6" (236 MM) OF

THE CLAMPING RING

ROOF DRAIN DETAIL

NOTES:
1.

SUBSTRATE

PENETRATION

INSULATION

COVERBOARD 

HOOD  (REQUIRED)
FIELD FABRICATED METAL

 HIGH GRADE SEALANT

3" (76.2 mm) MIN.
3" (76.2 mm) MIN.

BASE AND INTERPLY SHEETS 

GRANULE SURFACED MODIFIED

GRANULE SURFACED MODIFIED BITUMEN CAP SHEET

MULTI-PURPOSE MB FLASHING CEMENT

INSULATED METAL SLEEVE BY OTHERS.
BETWEEN FLASHING COLLAR AND SUPPORT

6" (152.4mm) MINIMUM FLANGE SET IN  MULTI-
PURPOSE MB FLASHING CEMENT OVER FIELD PLIES.

1/4" (6.4mm) MINIMUM CLEARANCE

SUBSTRATE

 INSULATION

COVERBOARD 

6" (152.4 mm) MIN.

(PRIME FLANGE BEFORE STRIPPING)

BITUMEN CAP SHEET

USE WHEN SERVICE LINE TEMPERATURE
EXCEEDS 160  F

HOT STACK FLASHING DETAIL

CONDUIT/PIPE SUPPORT  DETAILS

SUBSTRATE

COVERBOARD

NOTES:

2" MIN.

PIPE / EQUIPMENT SUPPORT

1. DO NOT INSTALL SUPPORTS OVER BATTEN
STRIPS, FASTENER HEADS, METAL PLATES
OR FIELD SEAMS.

INSULATION

MODIFIED BITUMEN GRANULE

BASE AND INTERPLY SHEETS
AS REQUIRED FOR DESIRED
20 YEAR WARRANTY

SURFACED CAP SHEET

MODIFIED BITUMEN GRANULE SURFACED
CAP SHEET PROTECTION LAYER
ADHERED IN MULTI-PURPOSE MB FLASHING
CEMENT OR HEAT WELDED

 DETAIL 'A'

 DETAIL 'B'


